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LCD Dimmer Line from the Instrument cluster, is used for Connecting the Trip Computer.
LCD Dimming Line>

« Likewise, if you have an LCD Model Cluster, you should also connect the Buzzer Output
to the clusfer, for the warning chime(s) feature.

» Base and Sports serles clusters may or may ot have provisions for the Buzzer Input,
Unfortunately there Is no information here to Safely work out which model Faicons do.
have the Buzzer in the Instrument Cluster (Maybe EBLI Fairmont onwards?7?)

For these models, It is safe to leave the Buzzer Output disconnected

« Likewise, if you do not have the variable Dimming Feature (Highly likely if you are
fitting a Trip Computer), then It is best if you wife the Trip Computer LCD Dimmer Line,
to the Instrument Clusters Iiumination Dimmer Line. (As Outlined above for Low/Mid
Series Models)

« At the very Least, 2 wires MUST be run from the Instrument Cluster, and 1 from the
EECIV Module, for the Trip computer to function correctly. These are the Fuel Level,
Speedo, and Fuel Injector Pulse Width Outputs.

Operations, Functions & Y2K Compatability

Adding a Trip Computer or Clock to EA-ED Model Ford Falcons

EAED Ford Panel Mounted Clock Module - Operating Instructions
The display is lluminated when the ignition switch is In the On postion.

o set the Hours - Depress the Set Button and Hold. Press the Hour Button until
correct Kburs are displayed, then release the Hour and Set Buttons.

 To Set the Minutes - Depress the Set Button and Hold. Press the Minutes Button until
the correct minutes are displayed, then release both the Minutes and Set Buton.

Year 2000 Compatibility Issues - Panel Mounted Tr
function for EA-ED Trip Computers

Electronic trip computers fitted to the EA-ED Ford Falcon vehicles are not year 2000
compatible.

It is ot feasible to electronically modify trip computers fitted to these veicles so that
the true year and day/month are correctly displayed after December 31, 1999,

Itis suggested that owners sef their trip camputers to the years detailed below,

EA / EB Models

Action; Set the year to 1988 at the begianing of the year 2000, - Use the following years
25 a guideline

2003 - Set the trip computer year to 1991,

2004 - Set the trip computer year o 1992,

Computer Date (Year)

ED Models
Action: Do not reset the trip computer because it will automaticaly rollover to 1972 at
the beginning of the year 2000.

Note that the date wil have to reset for leap years.

If battery is disconnected, resef to 1372,

2003 - Set the trip computer year to 1975,

2004 - Set the trip computer year to 1976

EA-ED Ford Panel Mounted Trip Computer - Functions
NOTE : The following functions are only available with the ignition On.

Clock Mode - Indicates the current time,
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